UT303C

Infrared Thermometers

SPECIFICATIONS

|Basic Functions Range Best Sccuracy
Temperature Range L3z~ 1050°C i

|Display Aecuracy 98" orE18%

Femahfil'rh_-r 1) 590 or-0 5%

Display Resaluticn 1

Distance to Spat Size B

Laser Power fvavelengs £0-670 nm

[°C 1 °F Selection v

Temperature Data Hold '

|Power E { Ao Double Cisplay Backlight) or BV Batery (2F22)
[Laser Switch v

Search v

Electricity Cut Off Memory |

MAE, MIN temperatures W

IMFG temperatures W'

|Double Display Backliight

Sleep Mode w

Tripod mount W

Imlzl‘fl:er'_.I -Displaj.r '

GENERAL CHARACTERISTICS

LCD Size 322 mm

Product Color IE:I and Grey

Product Net Weight Z70g

|Product Size 189« 138 x 53 mm

Standard Accessories Battery. English Manual, LISB Cable

Standard Individual Packing |G Box

Standard Guantity Per Carton |32 pos

Standard Carton Measurement |510 x 210 x 530 mmi{0.06E CEM Per Standard Carion)
Standard Carton Gross Weight  [1:3%kg

*fwailshle at Extra Cost

Specificatons and cther information are subject o change without further notice.




