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SWAN SMART PUMP DRIVE         SELECTION-CHART 

 

 

PUMP 
 

POWER 
 

PLUG & PLAY  
RANGE 

MINI  
RANGE 

MIDI  
RANGE 

• NO SOFT START 

• MAINS OR PV 

• PLASTIC ENCLOSURE 

• MC4 CONNECTORS 

• SOFT START & PFC 

• MAINS OR PV 

• METAL ENCLOSURE 

• MC4 CONNECTORS 

• WITH SOFT START & PFC 

• MAINS OR PV 

• METAL ENCLOSURE 

• MC4 CONNECTORS 
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SINGLE  
 

PHASE 

0.37KW ●    ●       ●          

0.55KW  ●    ●       ●         

0.75KW       ●       ●        

1.1KW               ●       

THREE 
 

PHASE 

0.37KW   ●     ●        ●      

0.55KW    ●     ●        ●     

0.75KW          ●        ●    

1.1KW           ●        ●   

1.5KW                    ●  

2.2KW                     ● 

3.0KW                      

3.7KW                      

 
 

FOR OTHER SIZES, ACCESSORIES, LEVEL PROBES, RELAYS, AS WELL AS CONTROL OR CHANGEOVER PANELS, PLEASE CONSULT OUR SALES DEPARTMENT OR OUR WEBSITE 


